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NorCal Engineering 
SOILS AND GEOTECHNICAL CONSULTANTS 

10641 HUMBOL T STREET LOS ALAMITOS, CA 90720 
(562)799-9469 FAX (562)799-9459 

March 26, 1998 Project Number 5936-96 

Boeing Realty Corporation 
4060 Lakewood Boulevard, 6th Floor 
Long Beach, California 90808-1700 

Attn: Mr. Stephen Bisset 

RE: Limited Soils Investigation - Pavement Design Recommendations 
for Proposed Gateway Avenue- Located at the Boeing Facilities at 
the Southwest Corner of 190th Street and Normandie Avenue, in 
the City of Los Angeles, California 

Dear Mr. Bisset: 
Pursuant to your request, this firm has performed a Limited Soils Investigation for 

the above referenced project in accordance with your authorization. The 

purpose of this investigation is to evaluate the geotechnical conditions of the 

proposed roadway area and provide recommendations for the proposed 

pavement section. This geotechnical engineering report presents the finding of 

our study along with conclusions and recommendations for development. 

Site Description 

The proposed roadway area is currently undergoing demolition procedures. 

Portions of the roadway area have existing curb and gutter along the perimeter. 

Some scattered areas of asphalt still remained in place at the time of our 

investigation. 

Field Investigation 

The purpose of the investigation was to explore the subsurface conditions and to 

provide preliminary geotechnical engineering design parameters for evaluation of 

the site with respect to the proposed improvements. 
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The investigation consisted of the placement of eight subsurface exploratory 

excavations by backhoe to a maximum depth of 6 feet placed along the existing 

and proposed roadway area by client. The explorations were visually classified 

and logged by a field engineer with locations of the subsurface explorations 

shown on the attached Site Plan. The exploratory borings revealed the existing 

earth materials to consist of fill and natural soil zones. A detailed description of 

the subsurface conditions are listed on the excavation logs in Appendix A. 

These soils are described as follows: 

Fill: Fill soils generally classifying as silty, sandy CLAY with 

occasional gravel, concrete and asphalt fragments were 

encountered in all borings. Fill soils ranged in depth from 2 to 4.5 

feet and were generally noted to be medium stiff and moist. 

Natural: Natural soils classified as silty CLAY with some sand and were 

noted to be stiff and moist. No groundwater was encountered in 

the excavations. 

Laboratory Tests 

Relatively undisturbed samples of the subsurface soils were obtained to perform 

laboratory testing and analysis to determine in-place moisture/densities. These 

undisturbed samples consisted of one inch rings with inside diameter of 2.5 

inches. Bulk bag samples were obtained in the upper soils for maximum density 

and R-Value tests. 

NorCal Engineering 
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A. The field moisture content (ASTM:D 2216) and the dry density of 

the ring samples were determined in the laboratory. This data is 

listed on the logs of borings. 

B. Maximum density tests (ASTM: D-1557-78) were performed on 

typical samples of the upper soils. Results of these tests are 

shown on Table I. 

C. Resistance 'R' Value tests were conducted on representative soil 

samples to determine preliminary pavement section design for 

the proposed driveway areas. The results of our study are 

included later in this report. 

Conclusions and Recommendations 

Based upon our evaluations, the proposed development is acceptable from a 

geotechnical engineering. standpoint. By following the recommendations and 

guidelines set forth in our report, the structures will be safe from slippage and 

settlements under the anticipated design loadings and conditions. The proposed 

development shall meet all requirements of the City Building Ordinance and will 

not impose any adverse effect on existing adjacent structures. 

It is recommended that site inspections be performed by a representative of this 

firm during future grading and construction of the development to verify the 

findings and recommendations documented in this report. Any unusual 

conditions which may be encountered in the course of the project development 

may require the need for additional study and revised recommendations. 

NorCal Engineering 
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Site Grading Recommendations 

Project Number 5936-96 

Any vegetation and demolition debris shall be removed and hauled from 

proposed grading areas prior to the start of grading operations. Any removed 

soils may be reutilized as compacted fill once any deleterious material or 

oversized materials (in excess of eight inches) is removed. All grading 

operations shall be performed in accordance with the attached "Specifications for 

Compacted Fill Operations". 

All upper fill soils (approximately 2 to 4.5 feet) shall be removed to competent 

native soils, the exposed surface scarified to a depth of 8 inches, brought to the 

proper moisture content and compacted to a minimum of 90% of the laboratory 

standard (ASTM: D-1557-78) prior to placement of any additional compacted fill 

soils, slabs-on-grade and pavement. 

It is likely that isolated areas of undiscovered fill not described in this report are 

present on site. If found, these areas should be treated as discussed earlier. A 

diligent search shall also be conducted during grading operations in an effort to 

uncover any underground structures, irrigation or utility lines. If encountered, 

these structures and lines shall be either removed, properly abandoned or 

protected prior to the proposed construction. 

Care should be taken to provide or maintain adequate lateral support for all 

adjacent improvements and structures at all times during the demolition and 

grading operations and construction phase. Adequate drainage away from the 

structures, pavement and slopes should be provided at all times. 

NorCal Engineering 
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Temporary Excavations 

Temporary unsurcharged excavations in the existing site materials may be made 

at vertical inclinations up to 4 feet in height and then may be trimmed at a 1 to 

1 (horizontal to vertical) gradient up to a maximum height of 10 feet. Cuts in 

excess of 10 feet must be assessed by this firm prior to excavation procedures. 

In areas where soils with little or no binder are encountered, where adverse 

geological conditions are exposed, or where excavations are adjacent to existing 

structures, shoring, slot-cutting, or flatter excavations may be required. The 

temporary cut slope gradients given above do not preclude local raveling and 

sloughing. All excavations shall be made in accordance with the requirements of 

CAL-OSHA and other publ_ic agencies having jurisdiction. 

Pavement Design 

Tests on the existing soils revealed R-Values of 22 and 36. The following 

flexible pavement section design is provided based upon the lower of the test 

results. As identified by the City of Los Angeles, the roadway has been 

designated as a "local collector'' road with a corresponding traffic index of 6.0. 

Using these values, the following pavement design is provided for review. 

Traffic 
.ln.d.ex 

6.0 

Flexible (Asphalt) Pavement Section Design 

Inches 
Asphalt 

4.0 

Inches 
.6as.e 

9.0 

All subgrade soils shall be compacted to a minimum of 90% of the laboratory 

maximum dry density; base material shall be compacted to at least 95%. 

NorCal Engineering 
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The recommendations and conclusions contained in this report are based upon 

the soil conditions uncovered in our test excavations. No warranty of the soil 

condition between our excavations is implied. NorCal Engineering should be 

notified for possible further recommendations if unexpected 'to unfavorable 

conditions are encountered during construction phase. It is the responsibility of 

the owner to ensure that all information within this report is submitted to the 

Architect and appropriate Engineers for the project. 

This firm should have the opportunity to review the final plans to verify that all our 

recommendations are incorporated. This report and all conclusions are subject 

to the review of the controlling authorities for the project. 

A preconstruction conference should be held between the developer, general 

contractor, grading contractor, city inspector, architect, and soil engineer to 

clarify any questions relating to the grading operations and subsequent 

construction. Our representative should be present during the grading 

operations and construction phase to certify that such recommendations are 

complied within the field. 

This limited geotechnical investigation has been conducted in a manner 

consistent with the level of care and skill exercised by members of our profession 

currently practicing under similar conditions in the Southern California area. No 

other warranty, expressed or implied is made. 

NorCal Engineering 
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We appreciate this opportunity to be of service to you. If you have any further 

questions, please do not hesitate to contact the undersigned. 

Keith D. Tucker 
Project Engineer 
R.G.E. 841 

NorCal Engineering 

VU{UlU/ 
Mark A. Burkholder 
Project Manager 
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SPECIFICATIONS FOR PLACEMENT OF COMPACTED FILL 

Preparation 

Any existing low density soils and/or saturated soils shall be removed to 

competent natural soil under the inspection of the Soils Engineering Firm. After 

the exposed surface has been cleansed of debris and/or vegetation, it shall be 

scarified until it is uniform in consistency, brought to the proper moisture content 

and compacted to a minimum of 90% relative compaction (in accordance with 

ASTM: D-1557-78). 

Material For Fill 

The on-site soils or approved import soils may be utilized for the compacted fill 

provided they are free of any deleterious materials and shall not contain any 

rocks, brick, asphaltic concrete, concrete or other hard materials greater than 

eight inches in maximum dimensions. Any import soil must be approved by the 
"" 

Soils Engineering firm a minimum of 24 hours prior to importation to site. 

Placement of Compacted Fill Soils 

The approved fill soils shall be placed in layers not excess of six inches in 

thickness. Each lift shall be uniform in thickness and thoroughly blended. The 

fill soils shall be brought to within 15% of the optimum moisture content, unless 

otherwise specified by the Soils Engineering firm. Each lift shall be compacted 

to a minimum of 90% relative compaction (in accordance with ASTM: D-1557-78) 

and approved prior to the placement of the next layer of soil. Compaction tests 

shall be obtained at the discretion of the Soils Engineering firm but to a minimum 

of one test for every 500 cubic yards placed and/or for every 2 feet of compacted 

fill placed. 

NorCal Engineering 
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The minimum relative compaction shall be obtained in accordance with accepted 

methods in the construction industry. The final grade of the structural areas shall 

be in a dense and smooth condition prior to placement of slabs-on-grade or 

pavement areas. No fill soils shall be placed, spread or compacted during 

unfavorable weather conditions. When the grading is interrupted 'by heavy rains, 

compaction operations shall not be resumed until approved by the Soils 

Engineering firm. 

Grading Observations 

The controlling governmental agencies should be notified prior to 

commencement of any grading operations. This firm recommends that the 

grading operations be conducted under the observation of a Soils Engineering 

firm as deemed necessary. A 24 hour notice must be provided to this firm prior 

to the time of our initial inspection. 

Observation shall include the clearing and grubbing operations to assure that all 

unsuitable materials have been properly removed; approve the exposed 

subgrade in areas to receive fill and in areas where excavation has resulted in 

the desired finished grade and designate areas of overexcavation; and perform 

field compaction tests to determine relative compaction achieved during fill 

placement. In addition, all foundation excavations shall be observed by the Soils 

Engineering firm to confirm that appropriate bearing materials are present at the 

design grades and recommend any modifications to construct footings. 

NorCal Engineering 

BOE-C6-01 00666 



SAN DIEGO (405) FWY. 

------~t= J --c 
WEST 190TH STREET 

B-8 

B-7 
GATEWAY AVENlE 

" FRANCISCO STREET 

NorCal Engineering 
SOILS AND GEOTECHNICAL CONSULTANTS 

BOEING 

LOCATION OF FIELD EXPLORATIONS 

PROJI:CT 5936-96 DATE MARCH 1998 

BOE-C6-01 00667 



APPENDICES 
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Log of Trenches T -1 to T -8 
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SAMPLE TYPES 
@] Rock . Core 
[!) Standard Split Spoon 

[!] Rtng Sallple 

DESCRIPTION OF SUBSURFACE MATERIALS 
J:-

§ ~ 1-T-HI_S_SU_UW_A_II_Y~-~-.-0-N-\,'1-A-T -,H-.-~-OC:-A-fiO_N_O-,-,-... -.-.-OI\I-I'fQ-..,.-0-4-f-f-HI!-fl-.. l-0-,-~ 
OIIU,LINO. SUitUA,ACI COHOifiONS WAY Ot,lll AT ai'Hlll I.OCATION$ f.NO 1441 eH.t.HQf. 
4f THIS ~OCATIOH WITH THC "ASSAQI! 0' 11 .. 1!. THI! OAT.t. "ftf.SlNTIO IS 4 SI .. PI.t~IC:AftOI't 
0' .t.CTUA&. CONOtnOHS UICOUNTI!III!O. 

0-+---T~----~------------------------------~--~ 

s-

10-

-
-

15-

. 

20-
. 
. 
. 

25-
. 

. 

. 
30-

. 

Fill·soils 
Silty, sandy CLAY with gravel, brown, 
medium stiff, rrnist 

Native Soils 1\. Silty CLAY, brown, stiff, rrnist 

1\~---1 

. ·-

-

35-L---~------------------------------------------------------~---, 

[!) Bu lie Sup 1 e 
QJ Jar Sallple 

DATE DRILLED: 2-13-98 
EQUIPIENT USED: Backhoe 
GR0tJDMTER LEVEL: None Encountered 

· Norca·I Engineering 
:son.s AND GEOTEOINICALCONSULTANTS I.OO OF '!'RENCH # 1 

P.WECT 5936-~ I DATE 
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13.7 

SAMPLE TYPES 

[f) Rock . Core 

~..,.::: 

-~~ 
~--~ --~ 
~~-

[!) Stand~rd Split Spoon 
[!) Rtng Supte 

~ .... 
Ill 

j 
B 

: -
§~ 

0 

DESCRIPTION OF SUBSURFACE MATERIALS 

THIS SUioiWAII't Al'f'UIS OH\.'t Af THI ~OCATION 0' THIS lORlNO JV;O 4T TH( flwC 0, 
OIII~LIHG, IUIIUA,ACI COHOITIOHS loiA't Ol,lll o\T CITHf.ll ~CATION~ o\NO loi4Y C><4NQI! 
4T THIS ~OCATIOH Wln4 THI II'ASSAOI! 0' fiWI!. THI! OATA ll'fllSlNTIO IS 4 ,,,...,._,~ICATIOPI 
O' 4CTUA&. COHOIT10HS IHCOUHTliii!O. 

Fill Soils 
Silty, sandy CIA.Y with gravel, concrete and 
asphalt fragroonts, brown, stiff, rcoist 

·""' ~----------------------------------~ 5 -I\ Native Soils . 
Silty CIA.Y, brawn, stiff, rcoist 

'1---------1 -
10-

-
15-

20-

. 
25-

. 
30-

-
Js-L------L--------------------------------------------------------------------------~---; 

[!) Bulk Sallple 
Q] Jar Sallple 

DATE ORIUED: 2-13-98 
EQUIPMENT USED: Backhoe 
G~TER LEVEL: None Encountered 

· Norca·I Engineering 
: s,on..s AND OEOTECHNICAL CONSULTANTS 100 OF 'l'REN:li #2 

PROJECT 5936-96 I DATE 
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SAMPLE TYPES 

[[) Rock core 
(i] Stand~rd Splft Spoon 
[!] Rtng Suple 

OESCRIPTION OF SUBSURFACE MATERIALS 

THIS SUMUAIIY ~IS OHI.Y AT THI ~OCAfiOH 0' THIS IOAIHO oVIO .tor TH( fUll 0' 
OI'III.I.IHG. SUUUII,ACC COHOifiOHS MAY 0"''" 4f OTHf.ll I.OCATION$ ANO IAAY e_.ANQl 
AT THIS I.OCATIOH WITH THI 'ASSAQl 0' Tlloll!:. TH( OATA "'I!:S(HTIO IS "' 3oloiPI,o~ICMIOpt 
O' ACTUAL CONOinOHS CIICOUNTCIII!O. 

0-+--~~--~~------------------------------~--~ FIU.. SOliS 

5-' 

-
-

10-

-
-

15-

20-

25-

. 
-

30-

-
-

Silty, sandy CIAY with gravel, brawn, medium 
stiff, :rroist 

NATIVE SOILS 
Silty CIAY, brown, stiff, :rroist 

DATE DRILLED: 2/13/98 
[!) Bulk Suple 
Q] Jar 5allp 1 e 

EQUIPMEJIT USED: Backhoe 
6RorJiaM\TER LEVEL: Not~ Encountered 

: Norca·I Engineering 
IS.On..s AND GEOTECHNICAL CONSULT Am'S I.OO OF TREN:lt #3 

PIWECT 5936-96 I DATE 
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SAMPLE TYPES 

)o ... 
WI 
di -
Q ~ 
)o -

~ 

@]Rock Core 
[!]Standard Split Spoon 
[!] Ring Sallple 

OESCAIPTION OF SUBSURFACE MATERIALS 
X: -

~5~·~--------------------------------~ 2S THIS SUiolloiAII'I' ~IS ONI.'I' AT THI ~OCAfiON 0, THIS 101\INO 4100 M fH( fl ... ( 0' 
OIUI.I.IHO, IUISUI"ACI COHOifiOHS WAY 01,111 Af OTKf.ll I.OCAfiOHS 4HO "'""' C"AHQf. 
Af THIS ~CATION Wlnt TKI I'ASSAQI 0' fl ... l. THII OATA I'AISINTIIO IS 4 ''"'"I.I~ICAfiON 
0' ACTUAl. CONOinOHS CIICOUNTIIIIO. 

0-+---r--------------------------------------+---~ FILL SOilS 

-
Silty, sandy CLAY with gravel, brawn, soft to 
medium stiff, rroist 

-

5~\ 
~----------------------------------------~ 

NATIVE SOilS · 
Silty CLAY, brawn, stiff, rroist 

-
10-

-

-
15-

-
20-

25-

. 
30-

-

35-L-----L-------------------------------------------------------------------------._---~ 

[!) Bulk Suple 
Q] Jar Suple 

DATE DRILLED: 2/13/98 
EQUIPMEJfT USED: Backhoe 
GRCUIDIMTER LEVEL: Not Encountered 

· Norca·l Engineering 
: SOD..S AND GEOTECHNICAL CONSULT Am'S IOO OF TRENCH #4 

PRO.JECT 5936-96 I DATE 
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SAMPLE nPES 
@] Rock . Core 
[!] Standird Split Spoon 
[!] Ring SUple 

: ~ _ ... 
~~ 

OESCAIPTION OF SUBSURFACE MATERIALS 

THIS SU .. IoiAIIY Al'f'Uf.S OHI.Y AT THf. ~OCATION 0' THIS laf\tNO .,.0 <H ht( fllol( 0' Oftii.LtHO. IUISUI.,ACI COHOifiONS 'lAY 01,111 4f Ol'Htll I.OCATIOHS t.NO IU,1 e .. ANQl 
A.f nttS ~CATION WITH THf. 'ASSAQI 0' rtwt!. THI! OAT A. "'I!St!IHI!O tS 4 StloiPU~tCArtON O' 4CTUAI. COHOtnOHS INCOUNTIIIIIO. 

o-r---r~--~~----------------------------4---~ FII.L sorts 
. 
. 

Silty, sandy CLAY with gravel, brown, medium 
stiff, :rcoist 

5- NATIVE SOilS 

\ 

Silty CLAY, brown, stiff,· :rcoist 

: '4--------1 
10-

-
. 
-

15-

20-

. 
25-

. 
30-

35~~~~~~~~~~~~~~~~~~~-----~~~~~~ 

[!) Bu 1k Sup 1 e 
Q] Jar SUple 

DATE DRILLED: 2/13/98 
EQUIPIENT USED: Backhoe 
GRotlfaMMTER LEVEL: Not Encountered 

· Norca·I Engineering 
1s,on..sANDOEOTECHNICALCONSULTA~ IOO OF TRENCH #5 

PROJECT 5936-96 IMTE 
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SAMPLE TYPES 
[[) Rock Core 

,s .... = 
--~~ 
~ .. ! --:g 
i~_ 

[!) Stand&rd Split Spoon 
[!] Ring Sallple 

~ ... 
"' 
~ 

X: -

§~ 

0 

OESCAIPfiON OF SU8SUAFACE MATERIALS 

THIS SU .. IMIIY Al"t'UCS ON\.Y Af THC LOCATION 0' THIS lORlNO ~0 4r TH( fii.IC 0, 
OIUI.LIHO. IUISUI.,ACI COHOtriONS WAY O"'f.ll AT OTHIII U)CATIONS 'NO 1.1'1 CHANQf. 
A.T THIS I.OCATIOH WITH THC I'ASSAQI O' Tll.ll. THf. OA.TA. l'fU!SCNT!O IS 4 '11.11"\.I~ICAfiOif 
0' ACTUAl. CONOtnOHS INCOUNTIIICO. 

FILL SOIIS 
Silty, sandy CIAY with gravel, and concrete 
pieces, brown, medium stiff, rroist 

s-1\ 
- ~-----------------------------------------__, 

NATIVE SOIIS 
Silty, CIAY, brown, stiff; rroist 

10-

-
-

15-
. 

-

20-

. 

25-

30-

I!J Bulk Sup 1 e 
QJ Jar Sallple 

DATE DRILLED: 
EQUIPIEICT USED: 

2/13/98 
Backhoe 

G~TER LEVEL: Not Encountered 

: Norca·I Engineering 
i SOILS AND OEOTEOINICAL CONSULTAtrfS IOO OF 'J.lUfN:H #6 

PROJECT 5936-96 _l DATE 

BOE-CS-0100675 
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0 ~ § - ,.. -
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SNFLE TYPES 
(£) Rock. Core 

·5 ~ ~ 
~~~ '"":i 
~~-

[i] Standard Split Spoon 
[!] Rtng Sallple 

~ .. 
w 

~ 
B 

X: ~ .... 
~~ 

0 

s-

-
10-

-
-
-

15-

20-

25-

-

30-

DESCRIPTION OF SUBSURFACE MATERIALS 

fHIS SU .... AIIY ~IS ONI.Y Af fHI ~OCAfiON 0' fHIS lORING .v40 4f fH( flloCI 0' 
OAII.LIHG. IUUUA,ACC CONDITIONS WA't O"''" .\T OTMCII I..OCAfiONS t.NO lol.\1 C>4.\MQ( 
4f THIS LOCATIOH WITH THC 11'4SS4QI 0' fiW(. fHI OATA Jl'fU!SINTIO IS A 31WP1.t~ICAriOM 
O' ACTUAL COMOinONS INCOUMTIIIIO. 

FILL SOI!S 
Silty, sandy CI.AY with gravel, asphalt 

fragments, brown, stiff, rroist 

NATIVE SOIIS 
Silty, CI.AY, brown, stiff, rroist 

-
35~---L------------------------------------------------~--~ 

(!) Bulk Sallple 
QJ Jar Sallple 

DATE DRILLED: 2/13/98 
EQUIPIENT USED: Backhoe 
~TER LEVEL: Not Encountered 

, Norca·I Engineering 
lSOn..sANDOBOTECHNICALCONSULTANTS I.OO OF T.REN::H # 7 

PROJECT 5936 96 I DATE 
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SAMPLE TYPES 
1£1 Rock . Core 

~..,.:: 
.. ~8 
~-~ '"":i ~r_ 

(!] Standird Split Spoon 

[!]Ring SUple 

~ .. 
"' j 

:r:: -
_ ... 

~~ 

0 

OESCAIPTION OF SUBSURFACE MATERIALS 

THIS SUIUIAII'I' Al't'UIS OHI.Y AT fHI ~OCAfiON 0' fHIS I~INQ AHO Ar fHC rti.IC Otl 
DI'II.LIHG. IUISUII,ACI COHOifiONS IIAY 01,111 Af OTMCII I.OCAfiOH$ .t.MO IAA1 CMAN<lf. 
.o.f THIS LOCATION WITM THI I'ASSAOI! Otl fii.IC. fHC OATA ""CSI!IHCO IS 4 SII.IPI.t~ICMION 
011 ACTUAL CONOtnONS UIC:OUNTIAI!O. 

FILL SOilS 
Silty, sandy CIAY with gravel, brown, stiff, 

· rroist 

-~~-------------------------~~ 
5~[\ 

~------------------------------~ 

NATIVE SOilS 
Silty, CIAY, brown, stiff,'.rroist 

-
10-

-
~ 

~ 

15-

-
-

20-

. 

25-

30-

-

35~---L------------------------------------~----; 

(!] Bulk Suple 
Q] Jar Suple 

DATE DRILLED: 2/13/98 
EQUIPtENT U~D: Backhoe 
GRQUNIM\TER LEVEL: Not Encountered 

: Norca·l Engineering 
IS.OILSANDOEOTEOINICALCONSULTAm"S IOO OF TRENll #8 

PROJECT 5936-96 I DATE 
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Sample Location 

82@ 0-2' 

II 87@ 0-2' 

TABLE I 
MAXIMUM DENSITY TESTS 

(ASTM: D-1557-78) 

Optimum 
Classification Moisture 

Silty, sandy CLAY 12.5 
with gravel, asphalt, 

concrete 

Silty, sandy CLAY 13.5 
with gravel, asphalt 

concrete 

Maximum Dry 
Density (lbs./cu.ft.) 

121.0 

118.5 

BOE-CS-01 00679 



'R' VALUE CA301 

Client: No rca I Date: 3/20/98 By: LD 

Client's Job No.: 5936-96 Sample No.: #1 

AGRA Reference: 8-212-1002 Soil Type: Tan Brown, Sandy Clay 

TEST SPECIMEN A B c D 

Compactor Air Pressure psi 90 65 170 

Initial Moisture Content % 9.3 9.3 9.3 

Water Added ml 50 35 65 

Moisture at Compaction % 13.9 12.5 15.2 

Sample & Mold Weight gms 3221 3257 3209 

Mold Weight gms 2099 2100 2091 

Net Sample Weight gms 1122 1157 1118 

Sample Height in. 2.49 2.56 2.48 

Dry Density pcf 119.9 121.7 118.6 

Pressure lbs 4640 3660 6100 

Exudation Pressure psi 369 291 486 

Expansion Dial X 0.0001 29 14 76 

Expansion Pressure psf 126 61 329 

Ph at 1 OOOibs psi 30 42 27 

Ph at 20001bs psi 65 95 57 

Displacement turns 3.52 3.46 3.37 

R'Value 51 33 57 

Corrected 'R' Value 51 34 57 

FINAL 'R' VALUE 
. '..__ 

By Exudation Pressure (@ 300 psi): 36 

By Epansion Pressure 

Tl= 

~ AGRA Earth & Environmental 
ENGINEERING GLOBAL 'iOLUTtONS 

@ Recycled Paper 

BOE-CS-01 00680 



'R' VALUE CA301 

Client: No rca I Date: 3/20/98 By: LD 

Client's Job No.: 5936-96 Sample No.: #2 

AGRA Reference: 8-212-1002 Soil Type: D. Brown, Silty Clay 

TEST SPECIMEN A B c D 

Compactor Air Pressure psi 35 45 20 

Initial Moisture Content % 11.7 11.7 11.7 

Water Added ml 50 35 65 

Moisture at Compaction % 16.4 15.0 17.8 

Sample & Mold Weight gms 3178 3190 3254 

Mold Weight gms 2087 2097 2107 

Net Sample Weight gms 1091 1093 1147 

Sample Height in. 2.5 2.48 2.68 

Dry Density pcf 113.6 116.2 110.1 

Pressure lbs 3700 5400 3000 

Exudation Pressure psi 295 430 239 

Expansion Dial X 0.0001 13 50 0 

Expansion Pressure psf 56 217 0 

Ph at 1 OOOibs psi 50 38 67 

Ph at 20001bs psi 118 95 145 

Displacement turns 3.32 3.05 3.84 

R'Value 21 36 6 

Corrected 'R' Value 21 36 8 

FINAL 'R' VALUE 

By Exudation Pressure (@ 300 psi): 22 

By Epansion Pressure 
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